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IE-2T CASTING Series 

Semi-automatic Terminal Crimping Machine 

IE-2T ECO Series 

Semi-automatic Terminal Crimping Machines 

Features 
· Robust cast body, variable-frequency drive 

· Apply to all OTP type crimpapplicators 

· Easy to change applicator,lncreased productivity 

Technical Data 

Crimping force 20 KN [ 30丨40 KN on request] 

Stroke 30 MM 

Rated power 750W [ 1100W丨1500W] 

OEM Yes 

Activation Foot pedal 

Power supply AC 110V- 220V土10%,50丨60 Hz 

Dimensions L 350 x W 300 x H 650 mm 

Weight 65 KG 

Features 
· 15丨30丨40丨60丨80丨100丨120kN optional 

· Simple operation, Easy to change applicator 

· 30MM stroke, economic solutions for a variety of 

crimping needs 

Technical Data 

Crimping force 

20 KN [ 15丨 30丨40/ 60丨 80丨100丨120 KN on request] 

Stroke 30 MM 

Rated power 750 W 

OEM Yes 
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Activation Foot pedal 

Power supply AC HOV - 220V土10%,50丨60 Hz 

． ．

Dimensions L 460 x W 300 x H 650 mm 

Weight 45 KG 
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